Frank Olsen  gMART-TECH CLICK SYSTEM

three TV Cabinet
Spme Assembly Instructions

/
%

b
b

NOTE

We highly recommend watching the
quick help & set up guide video first
before assembling. Simply place a
smart phone camera over the QR
code for a quick link to the video.
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To watch assembly video : GOOQIQ D|8y

www.frankolsenfurniture.co.uk
D load the Frank Ol Smart ; Available on the
ownload the Frank Olsen Smart app from : .

Google Play store or Apple store App Store




HARDWARE
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Tools Required-Not Supplied
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GUIDE

Assembly Instructions
Ensure dowel is aligned with hole before pushing panel into groove
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Disassembly Instructions
Use Disassemble rod ‘M’ and gently slide in to the small triangle as
shown below marked ‘KEY’

We highly recommend watching the quick help video before
disassembling. Simply place a phone camera over the QR code
below for a quick link to the video
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NOTE: Please see the separate )
instructions provided to set this
device up correctly. /
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ENSURE Panels 6&7 are not UPSIDE down
or the Click System will not line up

NOTE : Panels should sit comfortably in position, do not force them,
if they do not fit comfortably, they are likely to be UPSIDE down’

* Locate Dowel position first as a guide
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* Groove on back panel must be this side w
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* Locate Dowel position first as a guide

* Locate Dowel position
first as a guide

Ensure that cables are not trapped when
placing the top panel on (check they are
properly hidden in the cable channel)
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9 PLEASE FOLLOW THE STEPS TO ENSURE NO DAMAGE.
1. Screw in clip 'I’- ensure surface is DUST FREE
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CAUTION, When peeling off LED adhesive strip, take Extra care to peel
ONLY the protective strip, not the Adhesive strip.

2. Do not remove LED strip backing yet. Place LED strip in position

under the clip and lay LED strip in place.
3. Start from the CLIP end, remove the LED strip backing with care and

place in position on the edge of the back panel pressing fimly.
4. Gently pull the wires so that the end of the LED strip is straight

and sticking in position.

08




12

o~

NOTE : See separate instructions provided on setting up the app / LED
strip and Alexa voice control.
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